جامعة قناة السويس

  كلية العلــوم

   المشتريات

للممارسة رقم  ( 7  )
جامعة قناة السويس
  كلية العلــوم

   المشتريات
الســـادة /

تحية طيبة وبعد ....

برجاء التكرم بموافاتنا بأسعاركم النهائية فى شراء ( أجهزة كمبيوتر ومشتملاتها ) والمرفق طيه بيانه وبيان الشروط العامة وذلك طبقا للآتى :
1- طريقة الشراء : ممارسة محدودة

2- قيمة التأمين المؤقت : (5000 جنيها ) خمسة آلاف جنيها

3- مكان تقديم العطاءات : كلية العلوم – جامعة قناة السويس – قسم المشتريات

4- مكان فتح المظاريف : كلية العلوم – جامعة قناة السويس – قسم المشتريات

5- التاريخ المتوقع للنشر أو توجيه الدعوة :    1  / 4 / 2010م.

6- التاريخ المتوقع لفتح المظاريف الفنية  :     13 / 4 / 2010م.

7- التاريخ المتوقع للانتهاء من البت الفنى :    20 / 4/ 2010م.

8- التاريخ المتوقع لفتح المظاريف المالية :     4 / 5 / 2010م.

9- التاريخ المتوقع للانتهاء من البت المالى:    11 / 5 / 2010م.

10- التاريخ المتوقع للانتهاء من الترسيـة :     17 / 5 /2009م.

11- الارتباط بالعرض : ثلاث شهور من تاريخ فتح المظاريف الفنية
12- التسليم : مخازن الكلية ( شامل جميع المصروفات )

** شروط أخرى :

· تقدم العطاءات فى مظروفين أحدهما للعرض الفنى والآخر للعرض المالى.
· يحتوى المظروف الفنى على التأمين المؤقت.
· يحتوى المظروف المالى على قوائم الأسعار شاملة ضريبة المبيعات لكل صنف على حدة
· مدة التوريد : ( شهر من استلام أمر التوريد )
· الالتزام التام للرقم الوارد لكل صنف بكراسة الشروط الخاصة بالكلية.
· مدة الضمان عام من تاريخ الشراء.
· إرفاق الكتالوجات والبيانات الخاصة بالأجهزة.
· إرفاق المستندات الدالة على وجود مركز صيانة معتمد.
· يجب أن يكون العرض المالى مطابق من جميع الوجوه لما جاء بالعرض الفنى من حيث رقم الصنف ومواصفاته ، وفى حالة الاختلاف يؤخذ بمواصفات العرض الفنى.
· تقديم البطاقة الضريبية للشركة.
· تقديم ما يفيد قيد الشركة بالضريبة العامة على المبيعات.
· المنتج محلى أو تجميع محلى.
· يزداد التأمين الابتدائى إلى نهائى بنسبة 5% من مشمول الأصناف التى تم ترسيتها.
· قيمة كراسة الشروط مبلغ وقدره ( مائة وخمسون جنيها )
· مواعيد التقدم بالشكاوى إلى مكتب التعاقدات.
· شكاوى متعلقة بإجراءات الطرح وكراسة الشروط – يتم تقديمها قبل الموعد المحدد لجلسة فتح المظاريف الفنية بيومى عمل على الأقل.
· شكاوى متعلقة بالبت الفنى – يتم تقديمها قبل الموعد المحدد لجلسة فتح المظاريف المالية بيومى عمل على الأقل.
· شكاوى متعلقة بالبت المالى – يتم تقديمها قبل الموعد المحدد للتعاقد بيومى عمل على الأقل.
· تخضع هذه المناقصة لأحكام القانون 89 لسنة 1998م. ولائحته التنفيذية وتعتبر الشروط العامة مكملة لها.
وتفضلوا سيادتكم بقبول فائق الاحترام والتقدير

المشتريات



مدير الإدارة



أمين الكلية

جامعة قناة السويس
  كلية العلــوم

   المشتريات
الشروط العامة للممارسة المحدودة رقم ( 7 )

1- تقدم العطاءات في مظروفين مغلقين احدهما للعرض الفني والآخر للعرض المالي ويقتصر قراءة الأصناف في العروض المالية للأصناف المقبولة فنيا ويحتوي المظروف الفني علي المواصفات الفنية المطابقة للمواصفات المطلوبة وكذا الكتالوجات التوضيحية وعلي أن يكون رقم الصنف مماثل لرقم الصنف الوارد بقائمة الكلية وكذا تحديد رقم الصنف علي الكتالوج والذي يتم اعتماده بخاتم الشركة وعلي أن يكون رقم الصنف بالعروض المالية مطابق للرقم بالعروض الفنية ولن يلتفت للمواصفات الواردة بالعروض المالية والمخالفة للمواصفات الواردة بالعروض الفنية كما يحتوي المظروف الفني علي التأمين المؤقت وكذا بيانات القيد في السجلات الخاصة بالنشاط موضوع التعاقد وكذا شهادة التسجيل لدي مصلحة الضرائب علي المبيعات والبطاقة الضريبية وبيان الشكل القانوني للشركة والمستندات الدالة علي قيامها قانونيا وكذا الارتباط بالعرض ومدة التوريد ويحتوي المظروف المالي علي قوائم الأسعار وطريقة السداد 
2- يجب أن تصل العطاءات إلي قسم المشتريات – كلية العلوم – الجامعة الجديدة بالإسماعيلية في ميعاد غايته الساعة الثانية عشر من ظهر اليوم المحدد بالإعلانات لفتح المظاريف الفنية ولا يعتد بأي عطاء أو تعديل فيه يرد بعد الميعاد المذكور ولا يسري ذلك علي أى تعديل لصالح الكلية يقدم من صاحب أقل العطاءات المطابقة للشروط والمواصفات طالما انه لا يؤثر فى أولوية العطاء.
3- يبقى العطاء نافذ المفعول وغير جائز الرجوع فيه من وقت تصديره بمعرفة مقدم العطاء بغض النظر عن ميعاد استلامه بمعرفة الكلية وحتى نهاية مدة سريان العطاء المحددة باستمارة العطاء المرافق للشروط.
4- إذا سحب مقدم العطاء عطاءه قبل الميعاد المعين لفتح المظاريف الفنية يصبح التأمين المؤقت المودع حقا للكلية دون حاجة إلى إنذار أو الالتجاء إلى القضاء أو اتخاذ أية إجراءات أو إقامة الدليل على حصول ضرر.
5- بالنسبة للأجهزة يجب تضمين المظروف الفنى المستندات الدالة على سابقة الخبرة ، وكذا وجود مركز صيانة معتمد ، وإذا رغب مقدم العطاء إبداء أية ملاحظات خاصة بالنواحى الفنية فتثبت فى كتاب مستقل يتضمنه المظروف الفنى.
6-  تقدم العطاءات موقعة من أصحابها على نموذج العطاء المختوم بخاتم مشتريات كلية العلوم والمؤشر عليه برقم وقسيمة تحصيل الثمن وتاريخها ، ويجب أن يثبت على كل من مظروفى العطاء الفنى والمالى نوعه من الخارج ، ويوضع المظروفين داخل مظروف مغلق بطريقة محكمة ويوضع عليه اسم وعنوان الكلية وأن ما بداخله المظروف الفنى والمظروف المالى بجلسة    13/ 4 /   2010م.
7- كل عطاء مقدم من شركة يجب أن ترافقه صورة رسمية من عقد تأسيسها ومن نظامها الأساسى وعند تقديم عطاء من منشأة تجارية لأكثر من شخص واحد فيجب أن ترافقه صورة رسمية من عقد المشاركة.
8-  على مقدم العطاء مراعاة ما يلى فى إعداده لقائمة الأسعار ( جدول الفئات ) التى يتم وضعها داخل المظروف المالى.
أ- تكتب أسعار العطاء بالحبر الجاف أو السائل أو الطباعة رقما وحروفا باللغة العربية ويقرر سعر الوحدة في كل صنف بحسب ما هو مدون بجدول الفئات عددا أو وزنا أو مقاسا أو غير ذلك تغيير أو تعديل في الوحدة ويجب أن تكون قائمة الأسعار مؤرخة وموقعة من مقدم العطاء 
ب- لا يجوز الكشط أو المحو في جدول الفئات وكل تصحيح في الأسعار أو غيرها يجب إعادة كتابته رقما وحروفا وتوقيعه 

ج- لا يجوز لمقدم العطاء شطب أي بند من بنوده أو من المواصفات الفنية أو إجراء تعديل فيه مهما كان نوعه 

وإذا رغب في إبداء أية ملاحظات خاصة بالنواحي الفنية فيثبتها في كتاب مستقل يتضمنه المظروف الفني 

ولا يلتفت إلي أي ادعاء من صاحب العطاء بحصول خطأ في عطاءه إذا قدم بعد فتح المظاريف الفنية 

د- إذا سكت مقدم العطاء في مناقصات توريد الأصناف عن تحديد سعر صنف من الأصناف المطلوب توريدها بقائمة الأسعار المقدمة منه فيعتبر ذلك امتناعا منه عن الدخول في المناقصة بالنسبة إلي هذا الصنف 

هـ- يبين في قائمة الأسعار ما إذا كان الصنف مصنوعا في مصر أو في الخارج ويترتب علي عدم صحة هذه البيانات كلها أو بعضها لارفض الصنف علاوة علي شطب اسم مقدم العطاء من سجل الموردين 
و- الفئات التي حددها مقدم العطاء بجدول الفئات تشمل وتغطي جميع المصروفات والالتزامات أيا كان نوعها التي يتكبدها بالنسبة إلي كل بند من البنود 

وكذلك تشمل القيام بإتمام توريد الأصناف وتسليمها لمخازن الكلية بالإسماعيلية والمحافظة عليها أثناء مدة الضمان وطبقا لشروط التعاقد وتتم المحاسبة النهائية بالتطبيق لهذه الفئات بصرف النظر عن تقلبات السوق والعملة والتعريفة الجمركية وغيرها من الضرائب والرسوم الأخرى 

9- في جميع الحالات التي يشتمل فيها موضوع التعاقد علي توريد أو توريد وتركيب أجهزة أو مهمات مستوردة من الخارج فيجب أن يقدم مع الفاتورة أو المستخلص المستندات الدالة علي تمام سداد كافة الضرائب والرسوم الجمركية المستحقة عليها وفقا للقرارات والقوانين المنظمة لذلك 
10- بالنسبة للكيماويات المعملية فيكون قبول التوريد علي أساس مطابقة نتائج فحصها    علي نتائج فحص عينات التوريد.
11- يكون للكلية الحق في مراجعة الأسعار المقدمة سواء من حيث مفرداتها أو مجموعها وإجراء التصحيحات المادية إذا اقتضي الأمر ذلك ويعول علي السعر المبين بالحروف ولا يعتد بالعطاء المبني علي خفض نسبة مئوية عن أقل عطاء يقدم في المناقصة.
12- يجوز لمقدم العطاء أو مندوبه أن يحضر جلسة فتح كل من المظاريف الفنية والمالية في الموعد المحدد لذلك لسماع قراءة محتوياتها 
بيان بأعداد والأصناف المختلفة للكمبيوتر ومشتملاته 
	البند
	الأجهزة والتجهيزات المطلوبة
	العدد المطلوب
	السعر التقديرى للوحدة
	المبالغ المالية المخصصة
	الإجمالى

	الأول
	Server power edge 
	1
	
	
	

	الثانى
	laptop
	4
	
	
	

	الثالث
	طابعات
	41
	
	
	

	الرابع
	سكانر
	22
	
	
	

	الخامس
	Digital Camera
	7
	
	
	

	السادس
	Heavy duty printer
	1
	
	
	

	السابع
	Digital Video Camera
	7
	
	
	

	الثامن
	Smart Board
	3
	
	
	

	التاسع
	External HD Drive
	4
	
	
	

	العاشر
	Ethernet switch
	1
	
	
	

	الحادى عشر
	Aver Vision Document Camera
	7
	
	
	

	
	(Cables + Ducts)
	
	
	
	

	اسناد
	كمبيوتر
	1
	
	
	


مواصفات الكمبيوتر ومشتملاته
1- Server
	Processors
	Quad-core Intel® Xeon® 2.66 GHz /8MB Cache
	الكمية

	Processor Sockets
	1
	واحد

	Chipset
	Intel® 3420 chipset
	

	Memory
	4 (2*2) GB / 1066MHz - Up to 32GB 
	

	I/O Slots 
	5 PCIe G2 slots:
Two x8 slot, (one with x16 connector)
One x4 slot (with x8 connector)
Two x1 slots
	

	RAID Controllers 
	Internal Controllers:
SAS 6/iR
	

	Hard Disk
	2*500GB  SATA (7.2K RPM)
	

	Power Supply 
	400W 1/1 or 430W hot-swap redundant 2/2
	

	Video
	Matrox G200eW w/ 8MB memory
	

	Operating Systems 
	Microsoft® Windows® Small Business Server 2008, 64-bit Standard and Premium Edition
Microsoft® Windows Server® 2003 R2 with SP2 32-bit Standard and Enterprise Edition
 
	


	KB + Mouse
	USB interface and optical mouse
	

	Monitor
	19" LCD
	

	Certifications
	All servers must be certified by international certificates regarding different aspects like performance and network operation. 
	

	
	Integrated Raid disk
	


2- Laptop
	
	المواصفات الفنية
	الكمية

	Technology 
	type : Intel® Centrino® processor technology featuring Intel® Core™2 Duo processor Intel® GM45 Express chipset and Intel® WiFi Link 5100 
clock speed : 2.20 GHz                2nd level cache : 2 MB 
	اربعة

	Operating system 
	Genuine Windows Vista® Business 32-bit Edition (pre-installed, HDD recovery) and
Downgrade to Genuine Windows® XP Professional Edition (Recovery DVD)
	

	System memory 
	standard : 4,096 (2,048 + 2,048) MB 
maximum expandability : 8,192 MB 
technology : DDR2 RAM (800 MHz) 
	

	Hard disk 
	capacity : 320 GB                    drive rotation : 7,200 rpm 
	

	DVD Super Multi drive (Double Layer) 
	compatibility : CD-ROM, CD-R, CD-RW, DVD-ROM, DVD-R, DVD-R(DL), DVD-RW, DVD+R, DVD+R(DL), DVD+RW, DVD-RAM 
maximum speed : Read: 24x CD-ROM, 8x DVD-ROM/ Write: 24x CD-R, 4x CD-RW, 10x HS CD-RW, 24x US CD-RW, 8x DVD-R, 6x DVD-R (Double Layer), 6x DVD-RW, 8x DVD+R, 6x DVD+R (Double Layer), 8x DVD+RW, 5x DVD-RAM 
type : DVD Super Multi (Double Layer) drive 
	

	Display 
	size : 15.4 "                      type : WXGA TFT            internal resolution : 1,280 x 800 
	

	Graphics adapter 
	manufacturer : Intel® 
type : Mobile Intel® GMA 4500MHD 
memory amount : up to 1,340 MB total available graphics memory with 4 GB system memory 
memory type : shared 
	

	Max. external video modes 
	max. resolution: 2,048 x 1,536 
max. refresh rate : 100 Hz 
non-interlaced resolution with max. refresh rate : 1,600 x 1,200 
	

	Interfaces 
	1 x DC-in 
1 x external monitor 
1 x expansion bus connector 
1 x RJ-11 
1 x RJ-45 
1 x serial 
1 x external microphone 
1 x built-in microphone 
1 x headphone (stereo) 
1 x 5-in-1 Bridge Media slot (supports SD™ Cards up to 16 GB, Memory Stick® up to 256 MB, Memory Stick Pro™ up to 4 GB, MultiMedia Card™ up to 1 GB and xD-Picture Card™ up to 2 GB) 
4 USB 2.0 
1 x integrated 1.3 Megapixels Web Camera with AutoMacro support 
	

	Expansion 
	2 x memory slots 
PC Card slot for 1x Type II card, number of expansion types : 1 
	

	Wireless communication 
	Wireless Technology : Bluetooth® 
Compliancy : Wi-Fi™ 
Network Support : 802.11a/g/Draft-N 
Wireless Technology : Wireless LAN (802.11a/g/Draft-N) 
	

	Wired communication 
	topology : international V.92 modem 
speed : 56 Kbps data and 14.4 Kbps fax 
topology : Gigabit Ethernet LAN 
speed : 10BASE-T/100BASE-TX/1000BASE-T 
	

	Sound system 
	supported audio format : 24-bit stereo 
speakers : built-in stereo speaker 
	

	Keyboard 
	Keys : 87 
Windows® keys : Yes 
special features : spill-resistant keyboard 
	

	Pointing device 
	type : Dual Pointing Device 
description : consists of integrated AccuPoint™ II and Touch Pad 
	

	Battery 
	technology : lithium-ion 
maximum life : up to 4h20min (Mobile Mark™ 2007) 
	

	AC adapter 
	input voltage : autosensing AC adapter (100/240 V) for worldwide usage 
output voltage : 15 V 
output current : 5 A 
	

	Physical dimensions 
	W x L x H : 361.3 x 265 x 37.1 (front) / 39.1 (rear) mm 
weight : starting at 2.80 kg 
	

	Warranty 
	1-year international warranty. 
	

	Bundled hardware 
	AC adapter 
	

	Security features 
	main battery pack ; user password ; slot for Kensington Cable Lock 
supervisor password ; HDD password on request; main memory (by screw) 
keyboard lock ; main hard disk (by screw) 
	


	3- Printers

المواصفات الفنية
	الكمية

	Print speed
	up to 35 ppm (letter)
	41

	Print resolution
	UP to 1200 by 1200dpi
	

	Memory
	at least 32 MB
	

	Duty cycle:
	50000 pages
	

	Paper input
	1 * 250- sheet cassette
	

	Output
	150 sheet output
	

	Two –sided
	Built in
	

	Sizes
	A4
	

	Interfaces
	Hi – speed USB 2.0
	

	warranty
	2 years
	


4- Scanner
	المواصفات
	الكمية

	Type   
	Flatbed Scanner
	

	Interface   
	USB 2.0
	

	Optical Resolution
	4800 dpi
	

	Max. Resolution (Hardware)
	4800 x 9600 dpi
	

	Max. Resolution (Interpolated)   
	Up to 999,999 dpi
	

	Platform   
	PC, Mac
	

	Form Factor   
	Desktop
	

	Scan Element Type
	CCD
	

	Light Source
	Cold Cathode Fluorescent Lamp
	

	Input Type
	Color
	

	Control Panel Buttons
	Scan • Copy
	

	Scaling
	10% to 2400%
	

	Max. Gray Depth   
	8-Bit (256 Gray Levels)
	

	Preview Speed
	8.5 Sec
	

	Supported Media Type
	Banners • Cards • Envelopes • Iron-On Transfers • Labels • Photo Paper • Plain Paper • Inkjet Paper • 3D Objects • 35 mm Slides • Negatives
	

	Media Loading Method
	Manual Load
	

	Max. Supported Media Size
	Legal (216 x 356 mm)
	

	System Requirements
	

	Platform   
	PC • Mac
	

	Operating System
	Apple MacOS X 10.x • Microsoft Windows 2000 • Microsoft Windows XP Home • Microsoft Windows XP Professional • Microsoft Windows XP Media Center • Microsoft Windows XP Pro x64 • Apple MacOS X 10.3
	

	Warranty
	2 years
	

	Height
	10.8 cm
	

	Width
	30.3 cm
	

	Depth
	50.8 cm
	

	Weight
	5.25 kg
	


5- Digital Camera

	المواصفات الفنية
	الكمية

	Camera Type
	Compact
	سبعة

	Dimensions
	3.76 x 2.24 x 0.71 in (96 x 57 x 18 mm)
	

	Weight
	3.7 oz (105 gramms)
	

	Body Material
	metal
	

	Total Pixels
	12.4 Megapixels
	

	Effective Sensor Resolution
	12.2 Megapixels
	

	Sensor Size
	1/2.3 inch
	

	Optical Sensor Type
	CCD
	

	Light Sensitivity
	80 - 3200 ISO, Auto ISO
	

	Max Resolution
	4000 x 3000
	

	Image Stabilizer
	Digital
	

	Digital Zoom
	5x
	

	Video Recording
	Yes
	

	Face Detection
	Yes
	

	Features
	Tripod mount
	

	White Balance
	Auto, Manual, Presets
	

	Max Shutter Speed
	8 s
	

	Min Shutter Speed
	1/1493 s
	

	Auto Exposure Bracketing
	1/3 range in 2 EV steps
	

	Exposure Metering
	Center-weighted, Spot, 3D Color Matrix
	

	Exposure Bracketing
	Yes
	

	Still Image Format
	3 JPEG
	

	Digital Video Format
	AVI
	

	Digital Video Codec
	MPEG4
	

	Built-in Microphone
	Yes
	

	Focal Length Equivalent to 35mm Camera
	35 - 105 mm
	

	Macro Shooting
	Yes
	

	Minimal Focus Range
	0.1 m
	

	Optical Zoom
	3x
	

	Lens Aperture Range
	F3 - F5.6
	

	Image Aspect Ratio
	4:3, 3:2, 16:9
	

	Video Max Resolution
	800x592
	

	Built-in Flash
	Yes
	

	Flash Guide Number
	3 (m / ISO 100)
	

	Red Eye Reduction
	Yes
	

	Display Form Factor
	Built-in
	

	Display Pixels
	230000
	

	Display Size
	2.7 inch
	

	Supported Flash Memory
	SD, SDHC, MMCPlus
	

	Flash Memory Max Size
	8 Gb
	

	Built-in Memory
	31 Mb
	

	Battery Capacity
	720 mAh or 200 frames
	

	Power Slot
	Yes
	

	Continuous Shooting Speed
	5 frames per second
	

	Self Timer
	Yes
	

	Self Timer Delay
	2, 10 s
	

	Audio Comments Record
	Yes
	

	Image Stabilizer in Video Mode
	Yes
	

	Cables Included
	USB cable
	

	Included Accessories
	Hand strap
	

	Interfaces
	USB (2.0), Video output, Audio output
	

	warranty 
	2 years
	


6- Heavy  duty Printer

	المواصفات الفنية
	الكمية

	Print speed, black (best quality mode)
	Up to 35 ppm
	واحد

	Print speed, black (normal quality mode)
	Up to 35 ppm
	

	First page out (black)
	As fast as 10 sec
	

	Monthly duty cycle
	Up to 65000 pages
	

	monthly print volume
	2500 to 10000 pages
	

	Print quality, black
	Up to 1200 x 1200 dpi
	

	Cartridges
	1 (black)
	

	Paper tray(s), standard
	2
	

	Paper tray(s), maximum
	3
	

	Input capacity, standard
	Up to 350 sheets
	

	Duplex printing (printing on both sides of paper)
	Automatic 
	

	Media sizes, standard
	Letter, letter rotated, legal, executive, statement, 8.5 x 13 in, 11 x 17 in, 12 x 18 in, envelopes (No.10, Monarch, DL)
	

	Media sizes, custom
	Tray 1: 3 x 5 in to 12.28 x 18.5 in; Tray 2: 5.8 x 8.3 in to 11.69 x 17 in; Tray 3: 5.8 x 8.3 in to 11.69 x 17 in
	

	Media types
	Paper (color, letterhead, light, plain, preprinted, prepunched, recycled, rough, toughpaper), bond, cardstock, envelope, labels, transparency, vellum
	

	Memory, standard
	48 MB
	

	Memory, maximum
	512 MB
	

	Processor speed
	460 MHz
	

	Connectivity, standard
	1 IEEE-1284 parallel, 1 USB, 1 EIO
	

	Operating temperature (Fahrenheit)
	50 to 91º F
	

	Dimensions, std.   (W x D x H)
	19.3 x 22.2 x 10.8 in
	

	Weight, U.S.
	44.5 lb
	

	Warranty, standard
	One-year return-to-bench limited warranty
	

	What's should delivered with the printer
	LaserJet print cartridge, Getting Started Guide, printer software and documentation on CD, power cord, control panel overlay, 100-sheet multipurpose tray, 250-sheet paper tray
	

	Cable included
	yes
	

	Software included
	Print drivers and installation software on CD-ROM
	


7- Video Camera

	المواصفات الفنية
	الكمية

	Recording Format   
	DVD
	سبعة

	Recording System   
	PAL
	

	Sensor Quantity   
	1
	

	Memory Still Resolution
	0.48 Megapixels
	

	Optical Zoom   
	26x
	

	Weight
	0.4 kg
	

	Sensor Size
	1/5"
	

	Number of Pixels   
	1100K pixels
	

	Display Type   
	With LCD Screen
	

	LCD Panel Size   
	2.5 in.
	

	Color Viewfinder   
	With Color Viewfinder
	

	Optical Zoom   
	26x
	

	Digital Zoom   
	1,200x
	

	Lens Focal Length
	2.3 - 65 mm
	

	Recording Speed   
	SP • XP • LP
	

	Image Stabilizer   
	Digital Image Stabilizer
	

	Low Lux   
	10 Lux
	

	Night Shot   
	With Night Shot
	

	Audio Format   
	AC-3 (2 Channels)
	

	Memory Card Type   
	Memory Stick • SD Card • Memory Stick Pro • Multimedia Card (MMC)
	

	Digital Still Shot Mode   
	With Still Shot Capability
	

	Memory Still Resolution
	0.48 Megapixels
	

	Max Still Image Size   
	800 x 600
	

	MPEG Movie Mode Resolution   
	720 x 576
	

	MPEG Movie Mode   
	With MPEG Movie Mode
	

	Output Interfaces
	Composite (Video) • Audio (RCA) • USB 2.0
	

	Microphone Type
	Internal • External/Optional
	

	Height
	8.7 cm
	

	Width
	5.5 cm
	

	Weight
	0.4 kg
	

	Depth
	12.1 cm
	

	Included Accessories
	Software • USB Cable • AC Power Adapter • Remote Control
	

	warranty
	2 years
	


8- Interactive smart board 

	المواصفات الفنية
	الكمية

	Weight 
	210 gm, portable
	ثلاثة

	Working by
	Infra red
	

	Interactive with
	any surface
	

	compatibility
	With any projector and annotate with any applications 
	

	recording
	automatic
	

	Cover screen area
	150 inch
	

	Resolution 
	1024* 768
	

	fixing
	Desktop or ceiling 
	

	Interfaces
	USB (2.0)
	

	cables
	3m USB cable and RS-232 to USB cable 20 m cable for ceiling mount bracket.
	

	software
	Free original CD
	

	Bag for safety
	yes
	

	pen
	Pointer E – pen worked as wireless pen or mouse
	

	warranty 
	2 years
	


9- External HD Drive

	 المواصفات الفنية
	الكمية

	capacity
	320 GB
	اربعة

	case
	portable
	

	interface
	USB (2.0)
	

	Speed
	Up to 480Mb/s
	

	Buffer Size
	8MB
	

	Dimensions (W) x (D) x (H)
	81 mm (3.19") x 127 mm (5") x 16.5 mm (0.65")
	

	Average Seek Time
	12ms
	

	Form Factor
	2.5"
	

	Weight
	6 oz.
	

	Features
	File & Folder backup and recovery

Complete system backup and recovery (Windows only)

Password-protected data encryption

Drive Space Alert

Internal shock sensor and ramp loading technology helps protect the drive

USB Powered for portability

Capable of storing up to 91,000 digital photos, or 84,000 digital music files, or 260 downloaded digital movies

System Requirements:
Microsoft Windows XP or Vista
Mac OS X 10.4 or later
Available USB 2.0 Port
	

	Package Contents
	Portable External Hard Drive (preloaded with backup software)
USB 2.0 Cable
Quick Install Guide
	

	warranty 
	2 years
	


 10- Ethernet switch
	المواصفات الفنية
	الكمية

	Specifications

Ports ● 24 RJ-45 connectors for 10BASE-T and 100BASE-TX, 4 RJ-45 connectors for

10BASE-T/100BASE-TX/1000BASE-T with 2 shared Small Form Factor Pluggable

(SFP) slots

● Auto MDI/MDI-X

● Auto negotiate/manual setting
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Cabling type ● Unshielded twisted pair (UTP) Category 5 or better for 10BASE-T/100BASE-TX

● UTP Category 5e or better for 1000BASE-T

LEDs Power, Link/Act, Speed

Performance

Switching capacity 12.8 Gbps, nonblocking

Forwarding rate 9.5 Mpps

MAC table size 8000

Number of VLANs 256 active VLANs - 4096 range

Forwarding Rate in Full Duplex

Mode

Bandwidth in Gigabit - 12.8

Bandwidth in Gigabyte - 1.6

Management

Web user interface Built-in web user interface for easy browser-based configuration (HTTP/HTTPS)

SNMP SNMP versions 1, 2, and 3 with support for traps

SNMP MIBs ● RFC1213 MIB-2, RFC2863 interface MIB

● RFC2665 Ether-like MIB

● RFC1493 bridge MIB

● RFC2674 extended bridge MIB (P-bridge, Q-bridge)

● RFC2819 RMON MIB (groups 1, 2, 3, and 9 only)

● RFC2618 RADIUS client MIB

RMON Embedded Remote Monitoring (RMON) software agent supports four RMON groups

(history, statistics, alarms, and events) for enhanced traffic management, monitoring, and

analysis

Firmware upgrade ● Web browser upgrade (HTTP)

● Trivial File Transfer Protocol (TFTP) upgrade

Port mirroring Traffic on a port can be mirrored to another port for analysis with a network analyzer or

RMON probe

Other management ● RFC854 Telnet (menu-driven configuration)

● SSH and Telnet management

● Telnet client

● SSL security for web user interface

● Switch audit log

● Dynamic Host Configuration Protocol (DHCP) client

● BOOTP

● Simple Network Time Protocol (SNTP)

● Xmodem upgrade

● Cable diagnostics

● Ping

● Traceroute

● Syslog

Security

IEEE 802.1X 802.1X - RADIUS authentication; MD5 encryption

Access control Access control lists (ACLs) - Drop or rate limit based on:

● Source and destination MAC-based

● Source and destination IP address*

● Protocol*

● ToS/differentiated services code point (DSCP)*

● Port*

● VLAN*

● Ethertype*

Availability

Link aggregation ● Link aggregation using IEEE 802.3ad LACP

● Up to 8 ports in up to 8 trunks

Storm control Broadcast, multicast, and unknown unicast
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Spanning Tree ● IEEE 802.1d Spanning Tree

● IEEE 802.1s Multiple Spanning Tree

● IEEE 802.1w Rapid Spanning Tree, Fast Linkover

Internet Group Management

Protocol (IGMP) snooping

IGMP (v1/v2) snooping provides for fast client joins and leaves of multicast streams and

limits bandwidth-intensive video traffic to only the requestors

QoS

Priority levels 4 hardware queues

Scheduling Priority queuing and weighted round-robin (WRR)

Class of service ● Port based*

● 802.1p VLAN priority based*

● IPv4/v6 IP precedence/ToS/DSCP based*

● TCP/ User Datagram Protocol (UDP) port-based*

● DiffServ*

● Classification and re-marking ACLs*

Rate limiting ● Ingress policer

● Egress rate control

Standards 802.3 10BASE-T Ethernet, 802.3u 100BASE-TX Fast Ethernet, 802.3ab 1000BASE-T

Gigabit Ethernet, 802.3z Gigabit Ethernet, 802.3x flow control, 802.3ad LACP, 802.1D

Spanning Tree Protocol (STP), 802.1Q/p VLAN, 802.1w Rapid STP, 802.1s Multiple STP,

802.1X port access authentication

Layer 2

VLAN ● Port-based and 802.1Q based VLANs

● Private VLAN Edge (PVE)

● Management VLAN

Head-of-line (HOL) blocking HOL blocking prevention

Mini jumbo frame Supports frames up to 1600 bytes

Dynamic VLAN GVRP - dynamic VLAN registration

Standards 802.3i 10BASE-T Ethernet, 802.3u 100BASE-TX Fast Ethernet, 802.3ab 1000BASE-T

Gigabit Ethernet, 802.3z Gigabit Ethernet, 802.3x flow control

Environmental

Dimensions

W x H x D

16.93 x 1.75 x 7.97 in.

(430 x 44 x 203 mm)

Unit weight 4.41 lb (2 kg)

Power Internal switching power

Certification FCC Part 15 Class A, CE Class A, UL, cUL, CE mark, CB

Operating temperature 32º to 104ºF (0º to 40ºC)

Storage temperature -4º to 158ºF (-20º to 70ºC)

Operating humidity 10% to 90%

Storage humidity 10% to 95%

Package Contents

●  SRW224G4 24-Port 10/100 + 4-Port Gigabit Switch

● AC power cord

● Rack-mounting kit with brackets and hardware

● CD with user guide in PDF format

● Registration card

● Console cable

Minimum Requirements

● Web-based utility: Microsoft Internet Explorer (version 5.5 or later)

● Category 5 Ethernet network cables

● Operating system: Windows 2000, XP. or later

Warranty

5-year limited hardware warranty with return to factory replacement and 90-day limited software warranty

	واحد


11 - Aver vision document camera

	المواصفات الفنية
	الكمية

	- 7.1 megapexel S&4x optical zoom F/2 lens, 2.0 vari angle LCD

- Pict Bridge / cauan direct print 

- image sized up to 2592 x 1944 pixels

- unit can be remote controlled via the PC (USB)

- live image in the pc via USB or video connection

- LCD display shows 100% of the image taken and can be rotated and swiveled

- Power shot G6

- Infra red remote control

- Adapter to fit unit on microscope   
	سبعة


12- Internet cables

	Construction 

	Conductor
	bare copper wire Ø 0,56 mm (AWG23)

	Insulation
	Polyethylene, Ø 1,0 mm

	Twisting
	2 cores to the pair

	Sheath
	non metallic cross separator (spline) PVC, grey RAL 7032


	Mechanical Properties 

	Bending radius
	≥20 mm without load
≥40 mm with load

	Temperature range, during operation
	-20 °C up to + 60 °C

	during installation
	0 °C up to + 50 °C


	Electrical Properties (at 20 °C ± 5 °C) 

	DC loop resistance
	≤176 Ω/km

	Resistance unbalance
	≤2%

	Insulation resistance (500 V)
	≥5 000 mΩ *km

	Capacitance at 800 Hz
	nom. 48 nF/km

	Capacitance unbalance (pair to ground)
	≤1 500 pF/km

	Characteristic impedance (1-100 MHz)
	(100 ± 15) Ω

	Characteristic impedance (1-100 MHz)
	(100 ± 15) Ω

	(1-100 MHz)
	(100 ± 22) Ω

	Nominal velocity of propagation
	approx. 67 %

	Propagation delay
	≤535 ns/100m

	Delay skew
	≤20 ns/100m

	Test voltage (DC, 1 min)
	1 000 V

	Core/Core and Core/Screen
	


	Transmission characteristics acc. to Category 6 (at 20 °C) 

	f
	Attenuation
	NEXT
	ACR
	Return loss

	(Mhz)
	(dB/100m)
	(dB)
	(dB/100m)
	(dB)

	
	max.
	nom.
	min.
	nom.
	min.
	nom.
	min.

	1
	2
	2
	74,3
	79,3
	71,8
	88
	23

	4
	3,8
	3,8
	65,3
	70,3
	61,2
	85,2
	23

	10
	6
	6
	59,3
	64,3
	53
	82,8
	23

	16
	7,6
	7,6
	56,2
	61,2
	48,4
	78,1
	23

	20
	8,5
	8,5
	54,8
	59,8
	46,5
	75,8
	23

	31,2
	10,7
	10,7
	51,9
	56,9
	41,3
	70,7
	23

	62,5
	15,5
	15,1
	47,4
	52,4
	31,5
	61,8
	23

	100
	19,9
	19,1
	44,3
	49,3
	24,1
	54,7
	23

	125
	22,5
	21,3
	42,8
	47,8
	20,5
	51
	21

	155,5
	25,4
	23,8
	41,4
	46,4
	16,6
	47,1
	21

	175
	27,1
	25,3
	40,7
	45,7
	13,9
	44,9
	21

	200
	29,2
	27
	39,8
	44,8
	10,8
	42,3
	21

	250
	33
	32,6
	38,3
	43,3
	5
	35,2
	19

	300
	
	35,7
	37,1
	42,1
	
	30,9
	

	400
	
	41,2
	35,3
	40,3
	
	23,6
	

	450
	
	42
	34,5
	39,5
	
	22
	


	Technical Data 

	Outer diameter
	Fire load
	Weight
	Copper content
	Tensile force

	mm
	MJ/km
	kWh/m
	kg/km
	kg/km
	N

	6,2
	329
	0,09
	40
	18
	80


13- Ducts

جامعة قناة السويس 

كلية العلوم المشتريات 

  مذكرة للعرض على السد الاستاذ الدكتور / عميد الكلية 
