جامعة قناة السويس

  كلية العلــوم

   المشتريات

للممارسة رقم  (  6  )
جامعة قناة السويس
  كلية العلــوم

   المشتريات
الســـادة /

تحية طيبة وبعد ....

برجاء التكرم بموافاتنا بأسعاركم النهائية فى شراء ( أجهزة معملية ) والمرفق طيه بيانه وبيان الشروط العامة وذلك طبقا للآتى :

1- طريقة الشراء : ممارسة محدودة

2- قيمة التأمين المؤقت : (6000 جنيها ) ستة آلاف جنيها

3- مكان تقديم العطاءات : كلية العلوم – جامعة قناة السويس – قسم المشتريات

4- مكان فتح المظاريف : كلية العلوم – جامعة قناة السويس – قسم المشتريات

5- التاريخ المتوقع للنشر أو توجيه الدعوة :    1  / 4 / 2010م.

6- التاريخ المتوقع لفتح المظاريف الفنية  :     12 / 4 / 2010م.

7- التاريخ المتوقع للانتهاء من البت الفنى :    19 / 4/ 2010م.

8- التاريخ المتوقع لفتح المظاريف المالية :     3 / 5 / 2010م.

9- التاريخ المتوقع للانتهاء من البت المالى:    10 / 5 / 2010م.

10- التاريخ المتوقع للانتهاء من الترسيـة :   16 / 5 / 2009م.

11- الارتباط بالعرض : ثلاث شهور من تاريخ فتح المظاريف الفنية

12- التسليم : مخازن الكلية ( شامل جميع المصروفات )

** شروط أخرى :

· تقدم العطاءات فى مظروفين أحدهما للعرض الفنى والآخر للعرض المالى.

· يحتوى المظروف الفنى على التأمين المؤقت.
· يحتوى المظروف المالى على قوائم الأسعار شاملة ضريبة المبيعات لكل صنف على حدة
· مدة التوريد : ( شهر من استلام أمر التوريد )
· الالتزام التام للرقم الوارد لكل صنف بكراسة الشروط الخاصة بالكلية.
· مدة الضمان عام من تاريخ الشراء.
· إرفاق الكتالوجات والبيانات الخاصة بالأجهزة.
· إرفاق المستندات الدالة على وجود مركز صيانة معتمد.
· يجب أن يكون العرض المالى مطابق من جميع الوجوه لما جاء بالعرض الفنى من حيث رقم الصنف ومواصفاته ، وفى حالة الاختلاف يؤخذ بمواصفات العرض الفنى.
· تقديم البطاقة الضريبية للشركة.
· تقديم ما يفيد قيد الشركة بالضريبة العامة على المبيعات.
· المنتج محلى أو تجميع محلى.
· يزداد التأمين الابتدائى إلى نهائى بنسبة 5% من مشمول الأصناف التى تم ترسيتها.
· قيمة كراسة الشروط مبلغ وقدره ( مائة وخمسون جنيها )
· مواعيد التقدم بالشكاوى إلى مكتب التعاقدات.
· شكاوى متعلقة بإجراءات الطرح وكراسة الشروط – يتم تقديمها قبل الموعد المحدد لجلسة فتح المظاريف الفنية بيومى عمل على الأقل.
· شكاوى متعلقة بالبت الفنى – يتم تقديمها قبل الموعد المحدد لجلسة فتح المظاريف المالية بيومى عمل على الأقل.
· شكاوى متعلقة بالبت المالى – يتم تقديمها قبل الموعد المحدد للتعاقد بيومى عمل على الأقل.
· تخضع هذه المناقصة لأحكام القانون 89 لسنة 1998م. ولائحته التنفيذية وتعتبر الشروط العامة مكملة لها.
وتفضلوا سيادتكم بقبول فائق الاحترام والتقدير

المشتريات



مدير الإدارة



أمين الكلية

جامعة قناة السويس
  كلية العلــوم

   المشتريات
الشروط العامة للممارسة المحدودة رقم ( 6 )

1- تقدم العطاءات في مظروفين مغلقين احدهما للعرض الفني والآخر للعرض المالي ويقتصر قراءة الأصناف في العروض المالية للأصناف المقبولة فنيا ويحتوي المظروف الفني علي المواصفات الفنية المطابقة للمواصفات المطلوبة وكذا الكتالوجات التوضيحية وعلي أن يكون رقم الصنف مماثل لرقم الصنف الوارد بقائمة الكلية وكذا تحديد رقم الصنف علي الكتالوج والذي يتم اعتماده بخاتم الشركة وعلي أن يكون رقم الصنف بالعروض المالية مطابق للرقم بالعروض الفنية ولن يلتفت للمواصفات الواردة بالعروض المالية والمخالفة للمواصفات الواردة بالعروض الفنية كما يحتوي المظروف الفني علي التأمين المؤقت وكذا بيانات القيد في السجلات الخاصة بالنشاط موضوع التعاقد وكذا شهادة التسجيل لدي مصلحة الضرائب علي المبيعات والبطاقة الضريبية وبيان الشكل القانوني للشركة والمستندات الدالة علي قيامها قانونيا وكذا الارتباط بالعرض ومدة التوريد ويحتوي المظروف المالي علي قوائم الأسعار وطريقة السداد 
2- يجب أن تصل العطاءات إلي قسم المشتريات – كلية العلوم – الجامعة الجديدة بالإسماعيلية في ميعاد غايته الساعة الثانية عشر من ظهر اليوم المحدد بالإعلانات لفتح المظاريف الفنية ولا يعتد بأي عطاء أو تعديل فيه يرد بعد الميعاد المذكور ولا يسري ذلك علي أى تعديل لصالح الكلية يقدم من صاحب أقل العطاءات المطابقة للشروط والمواصفات طالما انه لا يؤثر فى أولوية العطاء.
3- يبقى العطاء نافذ المفعول وغير جائز الرجوع فيه من وقت تصديره بمعرفة مقدم العطاء بغض النظر عن ميعاد استلامه بمعرفة الكلية وحتى نهاية مدة سريان العطاء المحددة باستمارة العطاء المرافق للشروط.
4- إذا سحب مقدم العطاء عطاءه قبل الميعاد المعين لفتح المظاريف الفنية يصبح التأمين المؤقت المودع حقا للكلية دون حاجة إلى إنذار أو الالتجاء إلى القضاء أو اتخاذ أية إجراءات أو إقامة الدليل على حصول ضرر.
5- بالنسبة للأجهزة يجب تضمين المظروف الفنى المستندات الدالة على سابقة الخبرة ، وكذا وجود مركز صيانة معتمد ، وإذا رغب مقدم العطاء إبداء أية ملاحظات خاصة بالنواحى الفنية فتثبت فى كتاب مستقل يتضمنه المظروف الفنى.
6-  تقدم العطاءات موقعة من أصحابها على نموذج العطاء المختوم بخاتم مشتريات كلية العلوم والمؤشر عليه برقم وقسيمة تحصيل الثمن وتاريخها ، ويجب أن يثبت على كل من مظروفى العطاء الفنى والمالى نوعه من الخارج ، ويوضع المظروفين داخل مظروف مغلق بطريقة محكمة ويوضع عليه اسم وعنوان الكلية وأن ما بداخله المظروف الفنى والمظروف المالى بجلسة   12 / 4 / 2010م.
7- كل عطاء مقدم من شركة يجب أن ترافقه صورة رسمية من عقد تأسيسها ومن نظامها الأساسى وعند تقديم عطاء من منشأة تجارية لأكثر من شخص واحد فيجب أن ترافقه صورة رسمية من عقد المشاركة.
8-  على مقدم العطاء مراعاة ما يلى فى إعداده لقائمة الأسعار ( جدول الفئات ) التى يتم وضعها داخل المظروف المالى.
أ- تكتب أسعار العطاء بالحبر الجاف أو السائل أو الطباعة رقما وحروفا باللغة العربية ويقرر سعر الوحدة في كل صنف بحسب ما هو مدون بجدول الفئات عددا أو وزنا أو مقاسا أو غير ذلك تغيير أو تعديل في الوحدة ويجب أن تكون قائمة الأسعار مؤرخة وموقعة من مقدم العطاء 
ب- لا يجوز الكشط أو المحو في جدول الفئات وكل تصحيح في الأسعار أو غيرها يجب إعادة كتابته رقما وحروفا وتوقيعه 

ج- لا يجوز لمقدم العطاء شطب أي بند من بنوده أو من المواصفات الفنية أو إجراء تعديل فيه مهما كان نوعه 

وإذا رغب في إبداء أية ملاحظات خاصة بالنواحي الفنية فيثبتها في كتاب مستقل يتضمنه المظروف الفني 

ولا يلتفت إلي أي ادعاء من صاحب العطاء بحصول خطأ في عطاءه إذا قدم بعد فتح المظاريف الفنية 

د- إذا سكت مقدم العطاء في مناقصات توريد الأصناف عن تحديد سعر صنف من الأصناف المطلوب توريدها بقائمة الأسعار المقدمة منه فيعتبر ذلك امتناعا منه عن الدخول في المناقصة بالنسبة إلي هذا الصنف 

هـ- يبين في قائمة الأسعار ما إذا كان الصنف مصنوعا في مصر أو في الخارج ويترتب علي عدم صحة هذه البيانات كلها أو بعضها لارفض الصنف علاوة علي شطب اسم مقدم العطاء من سجل الموردين 

و- الفئات التي حددها مقدم العطاء بجدول الفئات تشمل وتغطي جميع المصروفات والالتزامات أيا كان نوعها التي يتكبدها بالنسبة إلي كل بند من البنود 

وكذلك تشمل القيام بإتمام توريد الأصناف وتسليمها لمخازن الكلية بالإسماعيلية والمحافظة عليها أثناء مدة الضمان وطبقا لشروط التعاقد وتتم المحاسبة النهائية بالتطبيق لهذه الفئات بصرف النظر عن تقلبات السوق والعملة والتعريفة الجمركية وغيرها من الضرائب والرسوم الأخرى 

9- في جميع الحالات التي يشتمل فيها موضوع التعاقد علي توريد أو توريد وتركيب أجهزة أو مهمات مستوردة من الخارج فيجب أن يقدم مع الفاتورة أو المستخلص المستندات الدالة علي تمام سداد كافة الضرائب والرسوم الجمركية المستحقة عليها وفقا للقرارات والقوانين المنظمة لذلك 

10- بالنسبة للكيماويات المعملية فيكون قبول التوريد علي أساس مطابقة نتائج فحصها علي نتائج فحص عينات التوريد.
11- يكون للكلية الحق في مراجعة الأسعار المقدمة سواء من حيث مفرداتها أو مجموعها وإجراء التصحيحات المادية إذا اقتضي الأمر ذلك ويعول علي السعر المبين بالحروف ولا يعتد بالعطاء المبني علي خفض نسبة مئوية عن أقل عطاء يقدم في المناقصة.
12- يجوز لمقدم العطاء أو مندوبه أن يحضر جلسة فتح كل من المظاريف الفنية والمالية في الموعد المحدد لذلك لسماع قراءة محتوياتها 

أعداد الأجهزة العلمية ومواصفاتها الفنية 
	المخرج
	الأجهزة والتجهيزات المطلوبة
	العدد المطلوب
	السعر التقديرى

 للوحدة
	المبالغ المالية المخصصة
	الإجمالى

	2.5- توافر احتياجات المعامل الطلابية من التجهيزات والعينات.
	Refractometer
	1
	
	
	

	
	(اسناد)conductivity meter
	3
	
	
	

	
	muffle furnace 1200(C
	1
	
	
	

	
	potentiometer
	1
	
	
	

	3.3- وجود آلية لمتابعة أداء الأجهزة داخل الكلية  وصيانتها وتجهيز ووجود وحدة لصيانة الأجهزة المعملية 
	Oscilloscope
	1
	
	
	

	
	Avometer
	2
	
	
	

	
	Maintenance set
	
	
	
	

	1.5- معامل طلابية مجهزة بأجهزة العرض والحواسب الآلية الحديثة والأجهزة المعملية.
	Polarized microscope
	1
	
	
	

	
	معمل قياس الخواص الطبيعية للصخور
	1
	
	
	

	2.5- توافر احتياجات المعامل الطلابية من التجهيزات والعينات.
	Microscopes
	110
	
	
	

	
	UV lamp short long wave
	3
	
	
	

	
	Resistivity and IP unit
	1
	
	
	

	5.5- معمل مركزى مطور ومجهز بالأجهزة الحديثة ومزود بأجهزة العرض والحواسب الآلية.

(مساهمة مشروع)
	Digital balance of 4 digits
	2
	
	
	


المواصفات الفنية للأجهزة العلمية
	العدد
	المواصفات الفنية
	اسم الجهاز
	البند

	110
	- All metal body for durability and rigidity

- Best in optical quality, plan optics, plan eyepieces and plan objectives

- 10x & 16x wide field eyepieces

- Quadruple objective nosepiece of 5x, 10x, 40x, 100x objective lenses

- Magnification (power) of 50x, 64x, 100x, 160x, 400x, 640x, 1000x, 1600x.

- Mononuclear vertical tube
- Concave- plan reflector mirror radius diameter 50 mm
- coarse adjustment range 50 mm

- Fine adjustment range 1.8 mm – 2.2 mm

- Stage 120 mm X120mm

- Condenser NA 1.25 Abbe condenser with  changeable diagram, moving scale and filter

- Electrical illumination (220v/20w)
	ميكروسكوب
	الأول

	3
	UV lamp, built in UV filter long and short wave 365& 254 nm 6 watt

Working on 220 V
	UV lamp
	الثانى

	2
	Maximum Capacity:  220 g

Readability:   0. 0001g

Pan size:   Ø   80  mm
External calibration using External

Calibration weight (not included)
Complete with the followings:

RS 232 bi – directional interface

For GLP compliant report
	Balance
	الثالث

	1
	Hot Box Muffle Furnace 1200 °C

Electronic PID controller with digital

Temperature display, automatic door switch

Isolates power from heaters when door is opened

Specifications:

Maximum temperature:      1200 °C

Internal volume:  at least    9 liters

Heating time to 1200 ° C:    120 Minutes
	Muffle
	الرابع

	1
	Bench refractometer

Main prism : horizontal

Secondary prism: fitted on a hinge

Precession: Nd ± 0.0003

Division:    Nd ± 0.0003

Sugars scale: 0-95% from Nd 1.300-1.530

Precision: 0-50% = 0.2%; 51-95% = 0.1%

Division: 0,25%

Thermometer scale: 0ْْC – 70 ْC, div. 1 ْC

Weight: 4 kg

Size 140x 100 x 235 mm
	Refract meter
	الخامس

	1
	- Eyepieces wide field WF 10X (µ20)

- Strain free a chromatic4x/0.1, 10x/0.25, objectives 40x/0.65 (spring loaded) and 100x/1.25 (spring loaded)

- Eyepieces tube binocular compensation

- Additional mechanical stage

- Coaxial coarse/ fine gear rotate, with tension focus system adjustable and limit stopper system

- Abbe condenser NA 1.25 rack & pinion adjustment condenser

- Light source illumination: 6v 20 watthalogen Lampe, adjustable brightness

- Dust cover

- One spare halogen bulb
C-Mount Adaptor for the microscope
	Polarized microscope
	السابع

	1
	Electrical characteristics

Resistance tolerance: ±20%

Resistance taper: linear (taper b)

Rated power: 0.1w

Max operting voltage: 50v

Mechanical characteristics

rotational torque: 2-20m n.m

Temperature coefficient of resistance: ±250x10"vc

Rotational life: 20 cycles
	Potentiometer
	الثامن

	
	Automatic Resistivity & IP measuring  system with 300 W, Current up to 2.0 A, Voltage 10 – 550 V.

Technical Specifications:-

Rugged weatherproof unit integrates a powerful transmitter and a sensitive receiver completed with software can support a variety of measuring methods, up to 10 adjustable IP windows
Consists of Transmitter

Power up to 300 W, Current up to 2.0 A, Voltage 10 – 550 V (1100 Vp-p)

Protection full electronic protection, Precision 0.1%

Receiver

Input impedance 20 M_, Input voltage range _5 V, Mains frequency filtering 50 , Precision 0.1%

Supported methods 2D/3D Multi-Electrode Resistivity and IP Tomography

VES – Vertical Electrical Sounding (resistivity and IP), RP – Resistivity and IP Profiling, SP – Self Potential.

Supported arrays.

Dipole-Dipole, Pole-Dipole, Reverse Pole-Dipole, Pole-Pole, MGM, Equatorial Dipole-Dipole, user defined configurations.

Measurement - features Self-adapting control system.

· Automatic ranging and calibration, Automatic checking of measured values

· Easy interruption of the measurement.

· SP compensation Constant and linear, time-invariant. Stacking Manual or automatic (with self-adaptive setting) Adjustable optimum measured voltage and maximum acceptable measurement.

· Stored values: Position of the measured point, output current, input voltage, SP, apparent resistivity, standard deviation, chargeability with standard deviation for all 10 IP windows

· Output data format: RES2DINV / RES3DINV, Surfer

Control unit .

· Easy-Control system, Alphanumeric keyboard, large LCD display, Safety switch, Memory: 16Mbit, up to 100 files, 70000 readings

· Interface: RS232 or USB

· Power supply: 12 V car battery or attachable battery pack

· Connectors: For PC, battery.
Complete with the following:

· Transport case

· T-piece (for connection of multi-electrode cable sections and cables for

· current and potential electrodes)

· Cable for external 12V battery

· RS232 and USB cables

· AC adapter (for all countries)


	Resistivity and IP unit
	التاسع

	1
	Bandwidth

5 MHz 
(3 MHz on 100 mV range)

Channels

4

Vertical resolution

12 bits

Enhanced vertical resolution
16 bits

Maximum sampling rate (single shot)
One channel in use
Two channels in use
Three or four channels in use

20 MS/s
10 MS/s
5 MS/s

Record length
One channel enabled, up to 100 ms/div
Two channels enabled, up to 100 ms/div
Three or four channels enabled, up to 100 ms/div
Over 100 ms/div

512 kS/channel
256 kS/channel
128 kS/channel
2 MS/channel

Waveform buffer
Up to 1000 waveforms

Input impedance

12.4 MΩ (on 100 mV to 5 V ranges)
10.1 MΩ (on 10 V to 400 V ranges)

Input capacitance

12 pF

Input type

Differential voltage,
Touch-proof BNC connectors with 4 mm GND sockets

Input coupling

Software selectable AC/DC

Input voltage ranges

100 mV to 400 V in 12 ranges

Common-mode voltage range
To ensure measurement accuracy
30 V (on 100 mV to 5 V ranges)
400 V (on 10V to 400V ranges)

Maximum safe voltages
Differential
Any input above scope GND

400 V
400 V (600 V transient)

Measurement category rating

CAT 1

Accuracy
Voltage
Time

±1 %
50 ppm

Linearity

12 bits

Noise

< 10 LSB

PC Requirements

Mother Board
: Intel chipset  G41

Processor
: 3.0MHz/6MB Cache

Memory
: 2GB DDR3 Ram.

Hard Disk
: 500GB SATA.

Optical Drive
: DVD ( R/W

Graphics
: Built in.

Monitor

:18.5'' LCD L.G or Acer

Lan & Sound 
: Built in up to 1GB.

K.B & Mouse
: USB (Key Board & Optical Mouse) + speaker 1200w

Case

: ATX P4 with 350 w power supply

Wireless card
: PCI wireless card
Physical Dimensions

Dimensions

255 x 170 x 40 mm (approx 10.0 x 6.7 x 1.6 in)

Weight

920 g (approx 2 lb)

Software

PicoScope 6 for Windows

PicoScope 6 is your complete test and measurement lab in one

application. Features include:
Capture modes - oscilloscope, spectrum and persistence modes
Channel maths - calculate the sum, dfference, product, inverse or

create your own custom function using standard arithmetic,

exponential and trigonometric functions
Automated measurements
Scope mode: AC RMS, cycle time, DC average, duty cycle, falling

rate, fall time, frequency, high pulse width, low pulse width,

maximum, minimum, peak-to-peak, rise time and rising rate
Spectrum mode: frequency at peak, amplitude at peak, total

power, total harmonic distortion (THD), total harmonic distortion

plus noise (THD+N), spurious-free dynamic range (SFDR),

signal+noise+distortion to signal+noise ratio (SINAD), signal to

noise ratio (SNR) and intermodulation distortion (IMD)
Export data formats - Comma separated values (CSV),

tab delimited (TXT), windows bitmap (BMP), graphics interchange

format (GIF), portable network graphics (PNG), MATLAB 4 format

(MAT)

PicoLog for Windows

PicoLog data acqusition software can collect up to 1 million samples.

Features include:
Multiple views - view data as a graph, spreadsheet or text
Parameter scaling - convert raw data into standard engineering

units
Math functions - use mathematical equations to calculate additional

parameters
Alarm limits - program an alert if a parameter goes out of

a specified range
IP networking - transfer measurements via a LAN or over

the Internet

Linux drivers

32-bit and 64-bit

Software development kit

A growing collection of drivers and example code for various

programming languages

Language support

Software


PicoScope 6

Full support for English, French and German; menus only for Italian and Swedish 
Full support for English, French, Italian, German and Spanish. Menus and dialogs only for Dutch, Hungarian and Simplified Chinese.

General

Additional hardware (supplied)

Carry case
USB 2.0 cable
User manuals and software CD-ROM
2 x multimeter test probes
4 x screened BNC to 4 mm plug leads
4 x current clamp adaptors
4 x small crocodile clips
4 x large crocodile clips
8 x sprung hook probes

PC interface

USB 2.0 (USB 1.1 compatible) - cable supplied

Power requirements

Powered from USB port

Compliance

FCC, CE
RoHS compliant

Total Satisfaction Guarantee

In the event that this product does not fully meet your requirements you can return it for an exchange or refund. To claim, the product must be returned in good condition within 14 days.
Warranty

5 years


	Oscilloscope
	العاشر
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	Voltage d.c.:  100 mV (select 50 μA d.c. range) /3/ 10/ 30/ 100/ 300/ 600/ 1000 V

Voltage a.c.: 3/10/30/100/300/600/1000 V

Current d.c.: 50/ 300 μA/ 1/ 10/ 100 mA/ 1/10 A

Current a.c.: 10/ 100 mA/ 1/ 10 A

Resistance: 0 to 2 k Ω /0 to 200 k Ω/0 to 20 MΩ
Decibels: -10 to +55 dB using a.c. voltage scale

Insulation Resistance: Up to 200 Ω Musing ohms scale and external 150 V d.c. supply

Accuracy (at 20 °C)

Voltage and Current Ranges d.c.: ±1% of full-scale deflection

Voltage and Current Ranges a.c.: ±2% of full-scale deflection at 50 Hz

Resistance Ranges: ±5% of reading at centre scale

Sensitivity

Voltage Ranges d.c.: 20 000 Ω /V all ranges

Voltage Ranges a.c. 100 Ω /V: 3 V range

1000 Ω /V:10 V range

2000 Ω /V: 30 V range and upwards

Voltage Drop at Terminals Current Ranges d.c.:

100 mV at 50 μA, 350 mV at 300 μA, 390 mV at 1 mA,

400 mV at 10 mA, 410 mV at 100 mA, 490 mV at 1 A,

710 mV at 10 A

Current Ranges a.c.: 480 mV at 10 mA, 110 mV at 100 mA, 240 mV at 1 A, 390 mV at 10 A

Frequency Response

For 10V<V<300V: additional frequency error <±3% for 15Hz<f<15kHz

Response Time

Typically 1 second to full scale Magnetic Field Effect
Temperature Range

Operation: -5 to +35°C

Storage: -40 to +50°C

Temperature Effect

Variation due to temperature change, not greater than

0,15% per °C

Flash Test

7 kV a.c. rms

Overload Protection

High-speed electromechanical cutout with a fuse on the two

lower resistance ranges and one in series with the COMMON terminal

Fuses

1 A ceramic HBC, 32 x 6 mm

10 A ceramic HBC, 32 x 6 mm

Batteries

One 1,5 V cell, IEC R20 type

One 15 V battery, IEC 10F15 using Cat. No. 5210-064 adaptor supplied, or IEC 10F20 without adaptor
Dimensions (excluding handle and lugs)

192 H x 167 W x 115 D mm

(7,6 H x 6,6 W x 4,5 D in. approx.)

Weight

2,2 kg (4,75 lb) approx with batteries and leads

Safety

EN61010-1 (1993) CatIII, 250V d.c., 500V a.c.

For use above these levels, Megger fused probe kits FPK3 or FPK4 are rated to CatIII 600V and 1000V respectively.
	Avometer
	الحادى عشر
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	220 V, 50 Hz . Completed with blow counter and with grooving tool. In accordance with the specifications of ASTM D.
	Motor driven LIQUID LIMIT DEVICE
	الثانى عشر
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	up to 2 inches diameters and with water inlet and outlet ducts. For use with granular soils in determining the coefficient of permeability via the constant or falling-head method.
	Constant/ Falling Head Permeameter
	الثالث عشر
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	50 ml capacity (calibrated). Made of glass completed with capillary vent stopper.
	PYCNOMETER
	الرابع عشر
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	for soil samples trimming, with replaceable wire blade.
	WIRE SAW
	الخامس عشر
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	for cutting soil samples to precise diameters (1 to 3 inches). By employing easily interchangeable top platens. Stainless steel pins in pedestal & top platen hold sample in position. Top platen bearing assembly is lowered & locked.
	SAMPLE TRIMMER
	السادس عشر
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	for trimming the cylindrical soil specimens to precise length (50 mm diameter and 100 mm length). Made from non-ferrous metal.
	TWO-PART SPLIT MITER BOX
	السابع عشر
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	(Universal type). Cell pressure up to 10kg / cm2. Suitable for use with specimens up to50mm diameter and 100mm length.
	TRIAXIAL CELL
	الثامن عشر
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	for specimen of 50 mm diameter
	PEDESTAL
	التاسع عشر

	1
	with drainage for specimen of 50 mm diameter
	TOP CAP
	العشرون
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	for specimen of 50 mm diameter
	BASE DISC, PERSPEX
	الحادى العشرون
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	for specimen of 50 mm diameter
	POROUS DISC
	الثانى العشرون

	1
	حمولة 1000جرام دقة : 3 أرقام عشرية
	ميزان حساس رقمي
	الثالث العشرون

	1
	سعة  30 لتر يمكن التحكم في درجة الحرارة بالثرموستات حتى 110درجة مئوية.
	فرن كهربائي
	الرابع العشرون


