جامعة قناة السويس

  كلية العلــوم

   المشتريات

للمناقصة رقم  (  1   )
جامعة قناة السويس
  كلية العلــوم

   المشتريات
الســـادة /

تحية طيبة وبعد ....

برجاء التكرم بموافاتنا بأسعاركم النهائية فى شراء ( جهاز mass spectroscopy ) والمرفق طيه بيانه وبيان الشروط العامة وذلك طبقا للآتى :
1- طريقة الشراء : مناقصة محدودة

2- قيمة التأمين المؤقت : (          8000.00   جنيها )    ثمانية آلاف جنيها
3- مكان تقديم العطاءات : كلية العلوم – جامعة قناة السويس – قسم المشتريات

4- مكان فتح المظاريف : كلية العلوم – جامعة قناة السويس – قسم المشتريات

5- التاريخ المتوقع للنشر أو توجيه الدعوة :    9  / 8 / 2010م.

6- التاريخ المتوقع لفتح المظاريف الفنية  :     18 / 8 / 2010م.

7- التاريخ المتوقع للانتهاء من البت الفنى :    21 / 8 / 2010م.

8- التاريخ المتوقع لفتح المظاريف المالية :     304 / 8 / 2010م.

9- التاريخ المتوقع للانتهاء من البت المالى:    2  / 9 / 2010م.

10- التاريخ المتوقع للانتهاء من الترسيـة :    15 / 9 /2009م.

11- الارتباط بالعرض : ثلاث شهور من تاريخ فتح المظاريف الفنية
12- التسليم : مخازن الكلية ( شامل جميع المصروفات )

** شروط أخرى :

· تقدم العطاءات فى مظروفين أحدهما للعرض الفنى والآخر للعرض المالى.
· يحتوى المظروف الفنى على التأمين المؤقت.
· يحتوى المظروف المالى على قوائم الأسعار شاملة ضريبة المبيعات لكل صنف على حدة
· مدة التوريد : ( شهر من استلام أمر التوريد )
· الالتزام التام للرقم الوارد لكل صنف بكراسة الشروط الخاصة بالكلية.
· مدة الضمان عام من تاريخ الشراء.
· تحديد الصيانة ( شامل – غير شامل )
· إرفاق الكتالوجات والبيانات الخاصة بالأجهزة.
· إرفاق المستندات الدالة على وجود مركز صيانة معتمد.
· يجب أن يكون العرض المالى مطابق من جميع الوجوه لما جاء بالعرض الفنى من حيث رقم الصنف ومواصفاته ، وفى حالة الاختلاف يؤخذ بمواصفات العرض الفنى.
· تقديم البطاقة الضريبية للشركة.
· تقديم ما يفيد قيد الشركة بالضريبة العامة على المبيعات.
· المنتج محلى أو تجميع محلى.
· يزداد التأمين الابتدائى إلى نهائى بنسبة 5% من مشمول الأصناف التى تم ترسيتها.
· قيمة كراسة الشروط مبلغ وقدره ( مائة وخمسون جنيها )
· مواعيد التقدم بالشكاوى إلى مكتب التعاقدات.
· شكاوى متعلقة بإجراءات الطرح وكراسة الشروط – يتم تقديمها قبل الموعد المحدد لجلسة فتح المظاريف الفنية بيومى عمل على الأقل.
· شكاوى متعلقة بالبت الفنى – يتم تقديمها قبل الموعد المحدد لجلسة فتح المظاريف المالية بيومى عمل على الأقل.
· شكاوى متعلقة بالبت المالى – يتم تقديمها قبل الموعد المحدد للتعاقد بيومى عمل على الأقل.
· تخضع هذه المناقصة لأحكام القانون 89 لسنة 1998م. ولائحته التنفيذية وتعتبر الشروط العامة مكملة لها.
وتفضلوا سيادتكم بقبول فائق الاحترام والتقدير

المشتريات



مدير الإدارة



أمين الكلية

جامعة قناة السويس
  كلية العلــوم

   المشتريات
الشروط العامة للمناقصة المحدودة رقم ( 1 )

1- تقدم العطاءات في مظروفين مغلقين احدهما للعرض الفني والآخر للعرض المالي ويقتصر قراءة الأصناف في العروض المالية للأصناف المقبولة فنيا ويحتوي المظروف الفني علي المواصفات الفنية المطابقة للمواصفات المطلوبة وكذا الكتالوجات التوضيحية وعلي أن يكون رقم الصنف مماثل لرقم الصنف الوارد بقائمة الكلية وكذا تحديد رقم الصنف علي الكتالوج والذي يتم اعتماده بخاتم الشركة وعلي أن يكون رقم الصنف بالعروض المالية مطابق للرقم بالعروض الفنية ولن يلتفت للمواصفات الواردة بالعروض المالية والمخالفة للمواصفات الواردة بالعروض الفنية كما يحتوي المظروف الفني علي التأمين المؤقت وكذا بيانات القيد في السجلات الخاصة بالنشاط موضوع التعاقد وكذا شهادة التسجيل لدي مصلحة الضرائب علي المبيعات والبطاقة الضريبية وبيان الشكل القانوني للشركة والمستندات الدالة علي قيامها قانونيا وكذا الارتباط بالعرض ومدة التوريد ويحتوي المظروف المالي علي قوائم الأسعار وطريقة السداد 
2- يجب أن تصل العطاءات إلي قسم المشتريات – كلية العلوم – الجامعة الجديدة بالإسماعيلية في ميعاد غايته الساعة الثانية عشر من ظهر اليوم المحدد بالإعلانات لفتح المظاريف الفنية ولا يعتد بأي عطاء أو تعديل فيه يرد بعد الميعاد المذكور ولا يسري ذلك علي أى تعديل لصالح الكلية يقدم من صاحب أقل العطاءات المطابقة للشروط والمواصفات طالما انه لا يؤثر فى أولوية العطاء.
3- يبقى العطاء نافذ المفعول وغير جائز الرجوع فيه من وقت تصديره بمعرفة مقدم العطاء بغض النظر عن ميعاد استلامه بمعرفة الكلية وحتى نهاية مدة سريان العطاء المحددة باستمارة العطاء المرافق للشروط.
4- إذا سحب مقدم العطاء عطاءه قبل الميعاد المعين لفتح المظاريف الفنية يصبح التأمين المؤقت المودع حقا للكلية دون حاجة إلى إنذار أو الالتجاء إلى القضاء أو اتخاذ أية إجراءات أو إقامة الدليل على حصول ضرر.
5- بالنسبة للأجهزة يجب تضمين المظروف الفنى المستندات الدالة على سابقة الخبرة ، وكذا وجود مركز صيانة معتمد ، وإذا رغب مقدم العطاء إبداء أية ملاحظات خاصة بالنواحى الفنية فتثبت فى كتاب مستقل يتضمنه المظروف الفنى.
6-  تقدم العطاءات موقعة من أصحابها على نموذج العطاء المختوم بخاتم مشتريات كلية العلوم والمؤشر عليه برقم وقسيمة تحصيل الثمن وتاريخها ، ويجب أن يثبت على كل من مظروفى العطاء الفنى والمالى نوعه من الخارج ، ويوضع المظروفين داخل مظروف مغلق بطريقة محكمة ويوضع عليه اسم وعنوان الكلية وأن ما بداخله المظروف الفنى والمظروف المالى بجلسة       /    /   200م.
7- كل عطاء مقدم من شركة يجب أن ترافقه صورة رسمية من عقد تأسيسها ومن نظامها الأساسى وعند تقديم عطاء من منشأة تجارية لأكثر من شخص واحد فيجب أن ترافقه صورة رسمية من عقد المشاركة.
8-  على مقدم العطاء مراعاة ما يلى فى إعداده لقائمة الأسعار ( جدول الفئات ) التى يتم وضعها داخل المظروف المالى.
أ- تكتب أسعار العطاء بالحبر الجاف أو السائل أو الطباعة رقما وحروفا باللغة العربية ويقرر سعر الوحدة في كل صنف بحسب ما هو مدون بجدول الفئات عددا أو وزنا أو مقاسا أو غير ذلك تغيير أو تعديل في الوحدة ويجب أن تكون قائمة الأسعار مؤرخة وموقعة من مقدم العطاء 
ب- لا يجوز الكشط أو المحو في جدول الفئات وكل تصحيح في الأسعار أو غيرها يجب إعادة كتابته رقما وحروفا وتوقيعه 

ج- لا يجوز لمقدم العطاء شطب أي بند من بنوده أو من المواصفات الفنية أو إجراء تعديل فيه مهما كان نوعه 

وإذا رغب في إبداء أية ملاحظات خاصة بالنواحي الفنية فيثبتها في كتاب مستقل يتضمنه المظروف الفني 

ولا يلتفت إلي أي ادعاء من صاحب العطاء بحصول خطأ في عطاءه إذا قدم بعد فتح المظاريف الفنية 

د- إذا سكت مقدم العطاء في مناقصات توريد الأصناف عن تحديد سعر صنف من الأصناف المطلوب توريدها بقائمة الأسعار المقدمة منه فيعتبر ذلك امتناعا منه عن الدخول في المناقصة بالنسبة إلي هذا الصنف 

هـ- يبين في قائمة الأسعار ما إذا كان الصنف مصنوعا في مصر أو في الخارج ويترتب علي عدم صحة هذه البيانات كلها أو بعضها لارفض الصنف علاوة علي شطب اسم مقدم العطاء من سجل الموردين 
و- الفئات التي حددها مقدم العطاء بجدول الفئات تشمل وتغطي جميع المصروفات والالتزامات أيا كان نوعها التي يتكبدها بالنسبة إلي كل بند من البنود 

وكذلك تشمل القيام بإتمام توريد الأصناف وتسليمها لمخازن الكلية بالإسماعيلية والمحافظة عليها أثناء مدة الضمان وطبقا لشروط التعاقد وتتم المحاسبة النهائية بالتطبيق لهذه الفئات بصرف النظر عن تقلبات السوق والعملة والتعريفة الجمركية وغيرها من الضرائب والرسوم الأخرى 

9- في جميع الحالات التي يشتمل فيها موضوع التعاقد علي توريد أو توريد وتركيب أجهزة أو مهمات مستوردة من الخارج فيجب أن يقدم مع الفاتورة أو المستخلص المستندات الدالة علي تمام سداد كافة الضرائب والرسوم الجمركية المستحقة عليها وفقا للقرارات والقوانين المنظمة لذلك 
10- بالنسبة للكيماويات المعملية فيكون قبول التوريد علي أساس مطابقة نتائج فحصها    علي نتائج فحص عينات التوريد.
11- يكون للكلية الحق في مراجعة الأسعار المقدمة سواء من حيث مفرداتها أو مجموعها وإجراء التصحيحات المادية إذا اقتضي الأمر ذلك ويعول علي السعر المبين بالحروف ولا يعتد بالعطاء المبني علي خفض نسبة مئوية عن أقل عطاء يقدم في المناقصة.
12- يجوز لمقدم العطاء أو مندوبه أن يحضر جلسة فتح كل من المظاريف الفنية والمالية في الموعد المحدد لذلك لسماع قراءة محتوياتها 
GC Mass                                                            
Compromised  of  

1- Time of Flight mass spectroscopy 

2- GAS Chromatography +Split/Splitless injector
3- Master Lab Software -Acquisition Module

4- Master Lab Software -Calculation Module

5- NIST Library
Specifications:
1-Time of flight Mass Spectrometry (TOF-MS)

· Time of flight Mass Spectrometry (TOF-MS)
· Fastest acquisition rates up to( 30000 Spectra/s)
· Widest linear dynamics range (105)
· Extremely compact bench-top instrument.
· Mass Range             5 to 1024 amu
· Spectra/sec              Up to 30000 Spectra /s . 
· Sensitivity1              pg OFN s/n 150:1 RMS extracting the m/z  272  ion   
· Resolution              1500
· Linearity                 10 exp 5
· Tune mode              Automatic Full Autotune 
· Automatic Autotune
· Manual Tune
· Ion Source              

 EI - Standard
· CI (+/-) Optional
· Vacuum System       Internal Diaphragm Pump 
· 2 Turbo molecular Pumps 260-70 l/sec

· Compatible with fast GC and GC / GC analyses to obtain improved Productivity and performance.
(2- a)  GC Laboratory Gas Chromatograph

· Operating temperature: 10-40°C
· Operating humidity: 0-90%
· Line voltage requirements: 230V 50 Hz (±10% max) 2800W
115V   60 Hz (±10% max) 2800W
· HEATED ZONES
     Independent heated zones, not including oven: 

3 injectors
3 detectors
2 auxiliary (max temperature 450°C)
· COLUMN OVEN
         Dimensions: 280x280x160 mm (W x H x D)
         Operating temperature: 5°C above ambient to 500°C
         Temperature resolution: 1°C
                Thermal accuracy: ± 0.1C
             Thermal stability: ± 0.1C
             Temperature programming: 25 ramps, 26 isotherms, 0.1 to 140°C/min
             Typical cool-down rate: 450°C to 50°C in 4.2 min
              Isothermal time: 0 to 999.99 min, 0.01 min resolution
· PNEUMATIC CONTROL
         Pressure range: 0-120 psi
         Carrier gas max total flow: 0-1000 ml/min (He, H2), 0-200 ml/min N2
         Detector flow range: Depending on detector and gas type
         Pressure/flow programming: Constant or programmed flow, constant or programmed  
         pressure, constant linear velocity 
         Programming: 25 ramps, 26 isobars
         pressure increment: 0.01 bar
        Atmospheric pressure and temperature compensation
         Output signals: Digital output, Analog output (standard): 0-1V, 0-10V
(2-b) SL/IN Split-Splitless Injector system.

· Suitable for :  Capillary columns and wide bore (0.53mm i.d.) columns
· Temperature  : Up to 450°C, 1°C resolution
· Injection modes :  Split, Splitless , Split ratio up to : 1:7500
· Carrier gas :max total flow 0-1000 ml/min (He,H2), 0-200 ml/min N2
· Split flow and septum purge  Included; direct setting of split and purge flow rates and split ratio
· Liner Quartz liner with glass wool

*Additional requirements must be delivered with the apparatus

1- Cylinder of helium 99.9999%

2- Column 0.1 X 10m for general purpose hydrocarbon

3- 100 septum

4- 20 ferrules for GC

5- 20 ferrules for mass

6- Selcosteel tube

7- Hydro guard MXT 10 m x interior diameter 0.28 mm

8- Set of gas traps moisture, oxygen, hydrocarbon

9- Oil necessary for pumps enough for two years

10- One year subscription USB internet 

11- 10 standards for common pesticides 

12- Computer with the following specification

	Processor Type 
	Q9000 Series Intel® Core™2 Quad 6M, 1333 FSB 



	Chipset 
	Intel® Q45 Express Chipset w/ ICH10DO 

	Operating System 
	Microsoft® Windows Vista® Business (32 & 64 bit); Microsoft® Windows Vista® Ultimate; Microsoft® Windows® XP Professional via Downgrade option; Novell® SLED (China only) 

	Video 
	Intel® Graphics Media Accelerator 4500; DVI adapter card; 256MB ATI® RADEON™ HD 3450 dual DVI 

output; 256MB ATI RADEON HD 3470 dual Display Port 

output; 256MB NVIDIA® GeForce® 9300GE Dual Monitor DVI/VGA, 512MB 

NVIDIA NVS 420 Quad Monitor Display Port/DVI 

	Memory 
	Four DI

MM slots; Non-ECC dual-channel 800MHz DDR2 SDRAM, supporting 4GB 

	Networking 
	Integrated 10/100/1000 Ethernet (Intel WG82567LM LOM); Optional Intel® Wi-Fi® 5300 Link Half Mini-Card 

	Standard I/O Ports 
	12 USB 2.0 ports, 4 front, 6 rear (+ 2 internal flex bay) MT; 10 USB 2.0 ports, 2 front, 6 rear (+ 2 internal flex bay) DT and SFF; 1 RJ-45; 2 PS2; 1 VGA; 1 Display Port; 1 serial; 1 parallel; 1 ESATA; 2 Line-in (stereo/microphone); 2 Line-out (headphone/speaker) 

	Hard Drives 
	3.5” - 320GB 7200 RPM SATA II, 3.0GB/s drives; 80GB and 160GB 10K RPM SATA II 3.0GB/s drives; 2.5”- 80GB and 160GB 7200RPM drives, 160GB Full Disk Encryption drive; 64GB Solid State drives; diskless option without hard drive available to support flexible computing environments 

	Chassis 

	Peripherals 
	Monitors 

Flat Panel Analog: at least Dell 21” 

	
	Keyboards: Dell USB QuietKey keyboard; Dell Multimedia Pro keyboard; Smart Card Reader, USB keyboard, Bluetooth® Keyboard, and Mouse 

	
	Mouse: Dell Optical USB Mouse with scroll, Dell Laser Mouse 

	Storage 
	Removable Media Storage Devices: DVD-ROM, CDRW/DVD-ROM, DVD+/-RW 

	Security 
	Trusted Platform Module (TPM) 1.2, Dell Control Point, Chassis loop lock support (with cable locks available), Chassis intrusion switch, Setup/BIOS Password, I/O Interface Security, Optional Smart Card and Bio-metric readers, Intel® Trusted Execution Technology 

	Systems Management 
	Hardware Management Options: Intel® vPro™ Technology 

Software Management Options: Client Management on select models 


13- Color printer

	All-in-one functions
	Print, copy, scan, fax, photo card slots

	Multitasking capability
	Yes


	Specifications

	Print speed, black (normal quality mode)
	Up to 12 ppm

	Print speed, color (normal quality mode)
	Up to 8 ppm

	Page yield footnote
	For page and photo yields and other cartridge options, see http://www..com/go/pageyield

	First page out (black)
	As fast as 25.5 sec

	First page out (color)
	As fast as 31.5 sec

	Monthly duty cycle
	Up to 30,000 pages

	*Footnote for duty cycle
	Duty cycle is defined as the maximum number of pages per month of imaged output. This value provides a comparison of product robustness in relation to other  LaserJet or  Color LaserJet devices, and enables appropriate deployment of printers and MFPs to satisfy the demands of connected individuals or groups.

	Recommended monthly print volume
	250 to 1500 pages

	*Footnote for recommended monthly print volume
	 recommends that the number of pages per month of imaged output be within the stated range for optimum device performance, based on factors including supplies replacement intervals and device life over an extended warranty period.

	Print technology
	Laser

	Print resolution, black
	Up to 600 x 600 dpi

	Print speed footnote
	Exact speed varies depending on the system configuration, software program, and document complexity.

	Print resolution, color
	Up to 600 x 600 dpi


	Paper Handling

	Paper handling standard, input
	150-sheet input tray

	Paper handling standard, output
	125-sheet output bin

	Envelope capacity
	Up to 10 envelopes

	Duplex printing (printing on both sides of paper)
	Manual (driver support provided)

	Document finishing
	Sheet fed

	Media sizes, standard
	Letter, legal, executive, envelopes (No. 10, Monarch), postcard

	Media sizes, custom
	Tray 1: 3 x 5 to 8.5 x 14 in

	Media types
	Paper (bond, brochure, color, glossy, letterhead, photo, plain, preprinted, prepunched, recycled, rough), transparencies, labels, envelopes, cardstock

	Media weight
	16 to 47 lb (up to 53 lb with  laser cover papers, up to 59 lb with  laser glossy photo papers)

	Weight
	54.5 lb


	Additional Specifications

	Processor speed
	450 MHz

	Memory, standard
	160 MB

	Memory, maximum
	160 MB

	Print languages, standard
	 PCL 6,  postscript level 3 emulation,  PCL 5c emulation


	Scanner specifications

	Scanner type
	Flatbed; ADF

	Scan resolution, optical
	Up to 1200 dpi

	Bit depth
	24-bit

	Scan size, maximum (flatbed)
	8.5 x 11.7 in

	Scan size, maximum (ADF)
	8.5 x 14 in

	Scan speed (default)
	Up to 3 ppm


	Copier specifications

	Copy resolution, black
	Up to 600 x 600 dpi

	Copy resolution, color
	Up to 600 x 600 dpi

	Copy reduce/enlarge settings
	25 to 400%

	Maximum number of copies
	Up to 99 copies


	Fax specifications

	Faxing
	Yes

	Fax transmission speed (seconds per page)
	3 sec per page

	Fax memory
	Up to 250 pages

	Fax note
	Based on standard ITU-T test image #1 at standard resolution. More complicated pages or higher resolution will take longer and use more memory.

	Fax resolution, black (dots per inch)
	Up to 203 x 196 dpi

	Speed dials, maximum number
	Up to 120 numbers

	Auto redial
	Yes

	Fax delayed sending
	Yes

	Fax broadcast
	120

	Polling
	Yes (receive only)

	Fax forwarding
	Yes


	Photo printing

	Display
	2.4-in LCD color graphic display

	Memory Card Compatibility
	Compact Flash Type I and II, Memory Stick, Secure Digital, Multimedia Card, xD-Picture Card


	Connectivity

	Connectivity, standard
	Built-in 10/100 wired Ethernet network connectivity with 1 RJ-45 port, 1 Hi-Speed USB (compatible with USB 2.0 specifications) port

	Minimum system requirements
	PC: Microsoft® Windows® 7 ready. For more information go to http://www..com/go/windows7. Some features may not be available. Windows Vista®: 1 GHz processor, 512 MB RAM (check User’s Guide for minimum hard disk space); Windows XP Home, XP Professional, 2000: any Pentium II processor (Pentium III or higher recommended), 128 MB RAM, 250 MB available hard disk space; Windows Server 2003 (print driver, scan driver only): any Pentium II processor or higher, 64 MB RAM, 50 MB available hard disk space; SVGA 800 x 600 monitor with 16-bit color, Internet Explorer 5.5 or higher, CD-ROM drive, USB port
Macintosh: Mac OS X v10.3, 10.4, 10.5, 10.6; PowerPC G3, G4, or G5 or Intel Core processor; 80 MB RAM, 30 MB available hard disk space; CD-ROM drive; USB port

	Compatible operating systems
	Microsoft® Windows® 7 ready. For more information go to http://www..com/go/windows7. Some features may not be available. Windows Vista®, Windows XP Home, Windows XP Professional, Windows XP Professional x64, Windows XP Media Center, Windows XP Tablet PC, Windows Server 2003, Windows 2000, Mac OS X v10.3, 10.4, 10.5, 10.6, Novell NetWare 3.2, 4.2, 5.x, 6, -UX 10.20, 11.x, Red Hat Linux 6.x or higher, SuSE Linux 6.x or higher, Solaris 2.5x, 2.6, 7, 8, 9, 10 (SPARC), AIX 3.2.5 or higher, MPE-iX, Citrix Meta Frame, Terminal Services, Linux (see http://www.lip.net)

	Recommended Operating humidity range
	20 to 70% RH

	Operating temperature
	59 to 90.5º F


	Dimensions and weight

	Dimensions (W x D x H)
	19.6 x 19.3 x 19.1 in

	Dimensions, max.           (W x D x H)
	497 x 490 x 485 mm (with paper finisher)

	Weight
	54.5 lb

	Package weight
	77.9 lb


	Power and operating requirements

	Power supply
	110 to 127 VAC (+/- 10%), 60 Hz (+/- 2 Hz), 220 to 240 VAC (+/- 10%), 50 Hz (+/- 2 Hz)

	Power consumption
	295 watts (printing), 310 watts (copying), 21 watts (standby), 7.2 watts (sleep), 0 watts (off)

	Power consumption (Active)
	295 watts

	Power Consumption (Standby)
	21 watts

	Power Consumption, Power save
	7.2 watts

	Power Consumption (Manual-off)
	0 watts

	Power consumption footnote
	Power requirements are based on the country/region where the printer is sold. Do not convert operating voltages. This will damage the printer and void the product warranty.

	Acoustic Pressure Emissions
	47 dB(A)

	Acoustic power emissions
	6.1 B(A) (printing at 12 ppm)

	Recommended Operating humidity range
	20 to 70% RH

	Operating temperature range
	68 to 81º F

	ENERGY STAR® Qualified
	Yes


	What's included

	What's in the box
	 LaserJet CM1312 MFP; power cord(s);  LaserJet Cyan, Magenta, Black, and Yellow Print Cartridges; Getting Started Guide; support flyer; CDs containing device software and electronic User's Guide; control panel faceplate; Readiris PRO text recognition software; ADF input support; phone cord; ReadIris registration card; IHM media Kit

	Cable included?
	yes

	Software included
	 Toolbox FX,  LaserJet Scan, TWAIN 1.9 or WIA scanner drivers,  LaserJet Fax,  Fax Setup Wizard,  Fax software, Readiris PRO text recognition software (not installed with other software, separate installation required), printer drivers ( PCL 6,  PCL 5e,  postscript level 3 emulation), installer/uninstaller,  Director (Macintosh)

	Warranty
	One-year, return to authorized service center, limited hardware  warranty, telephone and Web support (varies according to region)
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